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The Global Precipitation Mission (GPM) core satellite successfully launched on 28 Feburary 2014 from 
Japan on an H‐IIA rocket. The GPM core satellite equipes with a dual‐frequency precipitation radar (DPR) to 
measure precipitation. The DPR is a radar operated at frequencies of Ku‐band and Ka‐band and has a 
potential to measure more accurate rainfall rate than the current space‐borne precipitation radar (PR) 
operated at a single frequency on the TRMM satellite. However, the DPR is a new instrument. In particular, 
the Ka‐band radar is the first space‐borne radar for measurements of precipitation.  The Ka‐band radar can 
detect weaker rain than the Ku‐band radar but suffers more attenuation. In addition, there may be multiple 
scattering contribution in the received signals for intense rain. These effects are still unknowns. To identfy 
theses unknowns, ground validation of the DPR measurements of precipitation is planned by using ground‐
based multi‐parameter polarimetric radar. We have developed a radar simulator for multiple scattering 
contributions in space‐borne radar and for ground‐based polarimetric radar measurement of precipitation. 
We will present results of multiple scattering contributions in the DPR configulations by using our radar 
simulator. We will also present a plan to analyze the polarimetric radar measurements in the ground 
validation from the viewpoint of multiple scattering effects. 


